


Example Day/Night Time Camera Images Using Symphony Recorder

Example images of our cameras in use.The four images displayed were all recorded on the dates and 
times shown on the screen. The images have not been altered or enhanced in any way and are completely 
genuine. What is important here is that you see exactly what the cameras and recorders are capable of 
to help you make the right purchase. Various cameras from the Inspire range have been used and a full 
explanation is provided below. If you have any questions relating to the images please feel free to call and 
we can discuss your individual requirements.
It is important to note that no other light/illumination is used in these areas, other than the Infra-Red light 
from them camera, and these areas are in total darkness at night. Infra-Red light is invisible to the human 
eye.

See the following pages for more details of how each camera performed at different times of day/night.

Cameras Used

INS-830DV-H INS-840V-HINS-315DINS-840V

EXAMPLE CCtv 
CAMERA IMAGES

www.cop-eu.com  |  Tel: 01457 874 999  |  Fax: 01457 829 201  |  Email: sales@cop-eu.com

http://www.cop-eu.com/acatalog/All_in_One_Cameras.html
http://www.cop-eu.com/acatalog/All_in_One_Cameras.html
http://www.cop-eu.com/acatalog/Dome_Cameras.html
http://www.cop-eu.com/acatalog/Dome_Cameras.html
http://www.cop-eu.com/acatalog/Dome_Cameras.html
http://www.cop-eu.com/acatalog/Dome_Cameras.html
http://www.cop-eu.com/acatalog/All_in_One_Cameras.html
http://www.cop-eu.com/acatalog/All_in_One_Cameras.html


Camera - INS-315D

Medium resolution IR Dome with a fixed 3.6mm lens
As with all of the other cameras shown this unit is 
IP rated and can be used externally which means 
it is ideal for fitting when there might be moisture or 
damp conditions. Because this unit is being used in 
a very local area and is mainly being used to check 
up on livestock, medium resolution is ample. The led 
illumination at night gives continued viewing 24/7. this 
unit is set with a fixed lens at 3.6mm.

Camera - INS-840V

High resolution IR all-in-one with 3.5-8mm vari-focal 
lens. As you see from the image the IR (infra red) 
coverage is very good as the IR range is specified 
upto 40m. this is a very good unit when a longer range 
combined with the widest angle possible is required. 
Again the camera has a higher visibility factor compared 
to the dome option. This image uses the camera with 
the lens set at 3.5mm.

The images were taken from a 16 camera recorder and give a good example of what views/pictures you are capable of 
achieving using COP cameras.
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The images were taken from a 16 camera recorder and give a good example of what views/pictures you are capable of 
achieving using COP cameras.

Camera - INS-830DV-H

High resolution IR Dome with 2.8-11mm wide angle/
vari-focal lens.This is a very useful camera and has a 
very wide angel of view as its starting point. As you will 
see from the image it covers a fairly large area and is 
very good at giving an overall view. It would be possible 
to change the view to focus more on the gate simple by 
adjusting the camera. The camera is an IR dome and is 
visually low key. This image uses the camera with the 
lens set at 2.8mm.

Camera - INS-840V-H

High resolution IR all-in-one with 5-50mm vari-focal 
lens. This camera is a medium size unit and has a 
much higher visual impact when installed. 
In this image the camera is sighted fairly close to the 
target area and the LED intensity is as much as you 
would want at this distance. It is important not to use 
too much IR light as this can cause the camera to burn/
white out. In this instance it works very well as the 
IR has something to reflect off. This image uses the 
camera with the lens set at approx. 10mm.
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